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Yoland SMD series  adopting the true water-proof, anti-UV
outdoor SMD, available in pitch 6.6mm, 8mm & 10mm, can
be  used  either  as an ads product or video screen for fixed
installation applications.

With black body SMD, both brightness &
contrast can be  guaranteed at the same
time. Front  service  makes maintenance
quick &  easy. High  efficient  LED  lamps
save   energy   maximum   and   achieve
environment protection accordingly.

Aluminum  module  suite  ensures  good
heat   dissipation  which  allows  outdoor
daytime use & improves contrast without
sacrificing viewing angle, and guarantees
stability of screen.

With  high  gray  scale, Yoland  products
deliver excellent image colors. It’s an ideal
solution for both indoor/ outdoor
advertising applications.
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YOLAND
MODEL Outdoor

LED Type

Item code

Pitch(mm)

Pixel Configuration

Module Dimensions(mm)(H×W)

Module Resolution(H×W)

Pixel Density(pixel/cabniet)

Cabinet Configuration(H×W)

Cabinet Dimensions(mm)(H×W)

Cabinet Material

Cabinet Resolution(H×W)

Cabinet Area(㎡)

Weight(KG/㎡)

IP Rating (Front/Rear)

Max White Balance Brightness(Nits)

Viewing Angle(H/V)

Contrast

Brightness Control Mode

Max Power Consumption(W/㎡)

Average Power Consumption(W/㎡)

Power Supply

Typical Lifetime(hours)

o Working Temperature( C)

Working Humidity(%RH)

Serviceability

Certificate

Frame Rate(Hz)

Refresh Rate(Hz)

2525

PR-SC-YOL6.6-11

6.6 

48×48

36864

192×192

5500

800

280

                                                                                                                      3535

                                                                                                                                                                                      PR-SC-YOL10-13

8.0

SMD 3 in 1

320×320

 40×40 

25600

4×4

1280×1280

Iron

160×160

1.64

35

IP65/IP54

5800 

140°/120°

4000:1

Manual/Auto/Programmable

650

228

AC120/208±10%,47~63Hz

10000

-20 ~ +50

10 ~90

Rear

CCC/ CE/ UL

60

                                                                                                   ≥1920Hz

10.0

32×32

16384

128×128

6000

730

256

≥780Hz

    PR-SC-YOL8-12




